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RP - Spring return SR

GIUGIARD DESIGN

features

TECHNICAL FEATURES
- Torque from 15 Nm to 347 Nm.

- Mounting flange according to EN ISO 5211: FO3 - FO4 - FO5 - FO7 - F10 - F12.

- In accordance with EN 15714-3.

- In conformity with directive ATEX 2014/34/EU.

- Rotation angle: 100° (-5°, +95°).

- Double adjusting +5° and -5° for each end position (0° and 90°).

- Torque: Depending to the air supply pressure and spring size (see table).

WORKING CONDITIONS
- Standard temperature range: -20°C +80°C.
Special versions:
- high temperature: -20°C +150°C.
- low temperature: -50°C +60°C.
- Nominal air supply: 6 bar (RS60 standard version); maximum 8 bar.

- Operating medium: filtered compressed air, no lubrication needed according to UNI EN 15714-3:2009.
- In case of lubrication, use non-detergent oil, compatible with the internal seals.

SPECIAL VERSION ON REQUEST, CODING KEY
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Macro DA & SR Pneumatic Actuators

ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +290308908142

Category Rack & Pinion pneumatic actuators - RP

1/20


https://www.actuatech.com/pneumatic-actuators/
https://www.actuatech.com/pneumatic-actuators/rackon/

O

\ o
ACTUATECH

Actuator Type

Customer

Rotation Angle []

Rotation direction

Functioning configuration

Springs

Flange or smaller flange in case
of double flange available

Shaft shape

Shaft dimension

Air connection

Version

*Only on request.

N.B. For special versions contact ACTUATECH.

CODING EXAMPLE FOR RP

Product Code: RPOO40VAARDOOQO5Q1IG

Product description: RP 40 PNEUMATIC ACTUATOR DOUBLE ACTING ISO FO5 07 STAR SHAFT 1Tmm WITH GAS NAMUR PLATE.

VO

D*
09
n

17
22
27

6*
4

CHARACTERISTIC

0010, 0020, 0040, 0060, 0080, 00120, 00160, 0240, 0300, 0480

Namur interface, integrated Gas threads

RP

ACTUATECH
90°
180°
120°
135°

Clockwise rotation

Counter-clockwise rotation

Spring Return N.C.
Spring Return N.O.
Double Acting
No springs
Springs 2,0 bar
Springs 2,5 bar
Springs 3,0 bar
Springs 3,5 bar
Springs 4,0 bar
Springs 4,5 bar
Springs 5,0 bar
Springs 5,5 bar
Springs 6,0 bar
FO3
FO4
FO5
FO7
F10
F12
Star shaft
Flat head shaft
Shaft dimension 9 mm
Shaft dimension 11 mm
Shaft dimension 14 mm
Shaft dimension 17 mm
Shaft dimension 22 mm
Shaft dimension 27 mm
Namur plate GAS

Namur plate NPT

Gas Thread on the cilynder

(no Namur interface)

Standard
Low temperature

Low temperature

\L Be environmentally friendly..please don't print this document unless you really need to.

ACTUATECH S.p.A.
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ACTUATECH Tel +390308908142

Product Code: RPO300VAARDO0070Q22I

Product description: RP 300 PNEUMATIC ACTUATOR DOUBLE ACTING ISO FO7 10 STAR SHAFT 22mm NAMUR GAS INTERFACE
INTEGRATED ON BODY.

Product Code: RPO0O4OVAARS6005Q11G

Product description: RP 40 PNEUMATIC ACTUATOR SPRIMG RETURN 6BAR ISO FO5 07 STAR SHAFT Imm WITH GAS NAMUR PLATE.

Product Code: RPO300VAARS6007Q22|

Product description: RP 300 PNEUMATIC ACTUATOR SPRIMG RETURN 6BAR ISO FO7 10 STAR SHAFT 22mm NAMUR GAS INTERFACE
INTEGRATED ON BODY.

\L Be environmentally friendly..please don't print this document unless you really need to. 3/20
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dimensions

RP20 + RP240

ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +390308908142

-
O ! Basetta Namur interfaccia secondo EN15714-3
1 Namur plate inlerface EN15714-3

Dispositive di imtazione della corsa

&)

Anelle di centraggio a richiesta
Centaring ring on request

.

| K=

i ——
Interfaccia per accessor secondo EN 15714-3 (VDUVDE 3845)
| \Accassonies interface EN 157 14-3 (VOUVDE 3845)

\__ Be environmentally friendly..please don't print this document unless you really need to.
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DIMENSIONS [mm]

Size RP20 RP20 RP20 | RP20 | RP40 RP40 | RP40 RP40 RP60 RP80 RP120 | RP160 | RP240
ISO FO3/FO5 | FO3/FO5 | FO4 FO4 FO4 FO4 | FO5/FO7| FO5/FO7 FO5/FO7| FO5/FO7 |FO5/FO7 |FO7/F10  FO7/F10
A 153,7 153,7 153,7 | 1537 | 180,4 | 180,4  180,4 180,4 2154 2355 2659 2859 3184
B 9 m 9 n n 14 n 14 14 17 17 22 22
C x depth M5x8 M5x8 M5x8 | M5x8 | M5x8 || M5x8 M6x9 M6x9 M6x9 M6x9 M6x9 M8x12 M8x12
D x depth M6x9 M6x9 - - - - M8x12 | M8x12 M8x12 M8x12 M8x12 || M10x15 || M10x15
E 36 36 42 42 42 42 50 50 50 50 50 70 70
F 50 50 - - - - 70 70 70 70 70 102 102
G 10 10 10 10 13 13 13 13 13 13 13 13 19,5
H 50,9 50,9 50,9 | 509 | 608 | 608 60,8 60,8 68,7 75,6 87,6 97,5 n2
1 9 9 9 9 12 12 12 12 12 15 15 19 22
L 100 100 100 100 12 12 n2 12 122 130 143 154 180
M 30 30 30 30 36,5 36,5 36,5 36,5 415 46 51 56,5 64
N 82,5* 82,5% 82,5 | 825% | 955* | 955* 95,5* 95,5% 107,8* T6,5* 127* 1471* 159*
o 132 132 132 132 16,5 16,5 16,5 16,5 16,5 19,3 19,3 243 243
P 38,5* 38,5% 38,5% || 38,5* 45* 45* 45* 45* 52,3* 56,5% 62* 70,5* 81*
Q 44 44 44 44 50,5 | 50,5 50,5 50,5 55,5 60 65 70,5 78
R 12,7 12,7 12,7 12,7 16,2 16,2 16,2 16,2 18 20,2 225 255 31,8
S 20 20 20 20 20 20 20 20 20 20 20 20 30
T 80 80 80 80 92 92 92 92 102 1o 123 134 150
U 59,75 59,75 | 59,75 | 59,75 | 705 | 70,5 70,5 70,5 79 86 97,75 || 106,25 1205
\" 19 19 19 19 21 21 21 21 24 26 32 36 41
W standard (GAS) 1/8" /8" /8" /8" /8" /8" 1/8" /8" /8" /8" 1/4" 1/4" 1/4"
W special (NPT) /8"-27 | 1/8"-27 |1/8"-27 1/8"-27|1/8"-271/8"-27 | 1/8"-27 || 1/8"-27 || 1/8"-27 | 1/8"-27 | 1/4"-18 | 1/4"-18 | 1/4"-18
Ch. 10 10 10 10 10 10 10 10 13 13 13 16 18
Ch.2 3 3 3 3 3 3 3 3 4 4 4 5 6
Weight (kg) 15%* 15% 15% 15% || 2,3 || 2,3* 2,3 2,3 32% 4,14 5,7 7,3%* 10,2%*
Air (dm3/cycle) o omn on on 0,2 0,2 0,2 0,2 0,31 0,44 0,61 0,83 1,21
z 599 599 599 | 599 | 698 || 698 69,8 69,8 77,7 84,6 96,6 106,6 121
w /8" /8" /8" /8" /8" /8" /8" /8" /8" /8" /4" /4" /4"

H = CENTER OF PLATE'S FIXING.
*Variable according to adjustment.
**Variable according to installed spring set.

\L Be environmentally friendly..please don't print this document unless you really need to. 5/20



)
& .
ACTUATECH

RP300 + RP480

ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +390308908142

RK300-480 con basetta interfaccia Namur EN15714-3
RK300-480 with Namur plate interface EN15714-3

1
1
~
Q
M
@R Dispositivo di limitazione della corsa
Stroke limiter device

o b . Interfaccia Namur EN15714-3
_Q Q& Namur interface EN15714-3

®

O/ya

Anello di centraggio a richi
Centering ring on request

WE>¢
| W&
Z

Interfaccia per accessori secondo EN 15714-3 (VDIWDE 3845)
Accessories inlerface EN 157 14-3 (VOIVDE 3845)
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Size
ISO
A
B
C x depth
D x depth
E

I o m

c 4w nm O/v 0 2 |X r

\"

W standard (GAS)
W special (NPT)
Cha
Ch.2
Weight (kg)
Air (dm3/cycle)
4
w

H = CENTER OF PLATE'S FIXING.
*Variable according to adjustment.
**Variable according to installed spring set.

DIMENSIONS [mm]

RP300
FO7/F10
3524
2
M8x12
M10x15
70
102
19,5
1256
22
192
695
156,5*
24,3
87+
83,5
31,8
30
162
131
46
/4"
1/4718
18
6
s
156
124,5
1/4"

Be environmentally friendly..please don't print this document unless you really need to.

ACTUATECH S.p.A.
Via San Lorenzo 70

Villa Carcina (BS) Italy

RP480
F10/F12
3934
27
M10x15
M12x18
102
125
195
1456
27
214
80
180*
295
100*
9%
38
30
184
1495
52
1/4"
14718
21
6
18,8%*
2,46
1445
/4"

Tel +390308908142
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materials

RP20 + RP480
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Pos.

3*
4*

5*

7*

8*

10*
*
2*
13

15*
6*
17*

18*

20*
21
22
23+
24
25
26
27
28
29

* Components of spare part kit.

MATERIALS
Description
Cylinder
Shaft
Slide ring (upper shaft support)
Slide ring (lower shaft support)
O-ring (lower shaft sealing)
Cam
Internal support ring
External support ring
Washer
Seeger
O-ring**
O-ring (upper sealing shaft)
Namur plate**
Screws**
O-ring
Washer (limit stroke)
Hexagon nut (limit stroke)
Grub screw (limit stroke)
Piston
Piston support leg
Dynamic seal
O-ring
End-cap O-ring
Cap
Screws
Spring
Spring cartridge long
Spring cartridge short

Spring cartridge tube

** Not present for somne models, see code table.
The number of springs varies according to the model.

Excluded from the kit it is possible to request spare spring packs.

\L Be environmentally friendly..please don't print this document unless you really need to.
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ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +290308908142

Material
Aluminium alloy
Steel alloy
Acetalic resins
Acetalic resins
Nitrilic rubber
Steel alloy
Acetalic resins
Acetalic resins
Stainless steel
Stainless steel
Nitrilic rubber
Nitrilic rubber
Aluminium alloy
Stainless steel
Nitrilic rubber
Stainless steel
Stainless steel
Stainless steel
Aluminium alloy
Acetalic resins
Polyurethan
Nitrilic rubber
Nitrilic rubber
Aluminium alloy
Stainless steel
Steel alloy
Acetalic resins
Acetalic resins

Brass
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diagrams and breakaway torque

125%

100%

75%

50%

25%

0%
0°

15°

"GS" N.C. OUTPUT TORQUE DIAGRAM (Nm)

Aria Ailr

30° 45°

60°

The graph is indicative; for torque values see the table below.

Size | Spring

20
25
30
35
RP20 | 40
45
50
55
60
20
25
30
35
RP40 = 40
45
50
55
60
20
25
30
35
RP60
45
50

Be environmentally friendly..please don't print this document unless you really need to.

2 bar 2,5 bar 3 bar
0° 1/90°  0° | 90° | 0° | 90°
491125 67 | 44 86| 62
43114 61 32 80 50
55 20| 74 38

68 | 26

93 48 /128 | 83163 1,8
82 26 M7 61 151 95
10538 14,0 7,3

128 1| 50

142 74 1195|127 | 249 | 18]
125 40 17,8 93 231 146
160 | 58 | 21,4 | N2

196 | 7,7

75°

90°

75°

Molla Spring

60" 45° 30°

RP "SR" N.C. OUTPUT TORQUE TABLE (Nm)

3,5 bar

0
104
98
92
8,6

8,0

19,8
18,6
17,5
16,3
15,2

30,2
28,4
26,7
24,9
232

90°
8,0
6,8
57
4,5
33

153
13,0
10,8
8,5
6.2

23,4
199
16,5
13,0
9,6

4 bar

0°
12,2
1.6
1,0
10,4
9,8
92

253
22,1
21,0
19,8
18,7
17,5

355
33,7
32,0
30,2
28,5

26,7

90°
9,9
8,7
7,5
6,3
51

g9

18,8
16,5
14,2
12,0
9,7
7,4

28,7
252
21,8
18,3
14,9

4

Air bar

4,5 bar

0°
14,0
13,4
12,8
12,2
1,6
1,0

10,4

267
256
244
233
221
21,0
19,8

40,8
39,0
373
B5I5
33,8
32,0
30,3

90°
n7
10,5
93
81
69
57

4.5

223
20,0
17,7
15,4
13,2
10,9
8,6

34,0
30,5
27
236
20,2
16,7
133

5
0°
159
153
14,7
141
135
129
12,3
7

30,2
29
279
26,8
256
24,5
23,3
22,2

46,1
443
426
40,8
391

373

35,6

bar 5,5 bar

90° 0° || 90°

135 17,7 1153 || 195

123 | 171 142 | 189

n1 165 130 | 183

99 || 159 || N8 || 17,7

88 | 153 | 106 | 171

76 147 | 94 | 165

6,4 141 | 82 || 159

52 135 7,0 153

129 58 14,7

257 || 33,7 || 29,2 || 37,2

235 326 270 | 36,0

212 | 314 | 24,7 | 349

189 | 30,3 | 22,4 | 33,7

16,7 | 29,1 | 20,1 || 32,6

14,4 280 179 | 314

12,1 | 268 | 156 || 30,3

9,8 || 257 | 13,3 | 29]

245 11 | 28,0

393 | 514 | 446 | 56,7

358 | 49,7 | 412 | 55,0

324 || 479 | 37,7 | 532

289 | 46,2 | 343 | 515

255 || 44,4 30,8 || 49,7

22,0 | 427 | 274 48,0

18,6 | 409 239 462

6 bar

ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +290308908142

15° 0°

7 bar 8b

90° 0° 90° 0°

172 | 232 /20,8 268

16,0 | 226 || 196 || 26,2

148 1 220 184 | 256

136 | 214 | 17,3 || 250

12,4 11208 | 161 | 244

N2 | 202 149 | 238

10,0 | 196 | 137 || 232

88 || 190 | 125 || 226

7,6 184 | 13 | 220

32,7 | 441 39,7 || 51]

30,4 43,0 37,4 | 50,0

282 | 418 | 351 488

259 | 40,7 | 329 | 47,7

236 395 306 | 465

214 | 384 283 454

191 || 372 | 26,0 | 44,2

168 | 361 | 238 | 43]

14,5 | 349 215 || 419

499 1673 605 779

465 | 656 | 571 762

430|638 | 536 | 744

39,6 || 621 | 50,2 | 72,7

36,1 | 60,3 46,7 | 70,9

327 | 58,6 || 43,3 || 69,2

292 56,8 | 398 || 67,4
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55
60
20 20,1105 276|180 | 351|255/ 426 330 50,0 404 | 575|479
25 17656 | 251 | 13,1 326|206 401 | 281 476 | 356 | 551 | 43]
30 226 82 30,1 157 376 | 232| 451 | 30,7 | 526 382
35 27,7/109 | 351 | 18,3 | 426 | 258 50,1 333
RP80 40 32,7 | 135 40,2 | 21,0 | 47,7 | 28,5
45 37,7 | 161 || 45,2 | 23,6
50 42,7 | 18,7
55
60
20 287/149 393|256 500 363| 60,7 469 713 576 820 683
25 25180 /358 18,7 465|293 572|400 678 | 507 785 614
30 323 N7 43,0 22,4 536 | 331 | 643 | 437 750 544
35} 395155 | 50,1 26,1 608 368 715 |475
RP120 40 46,6 | 192 | 57,3 29,9 680 40,5
45 538 | 229 | 64,5 33,6
50 61,0 | 26,7
55
60
20 1393|205 539 | 351|686 |49,7| 832 644 979 790 125|936
25 34,5376 49,1256 638 402| 784 549 930 695 1077 | 84,
30 443 16,1 59,030,7 736 | 453|882 | 60,0 1029 746
35 5411212 68,8358 834|505 981  65]1
RP160 40 64,0/ 263 |/78,6 40,9 932 | 556
45 738 | 314 | 88,4 46,0
50 836 | 36,5
55
60
20 |57,2/298 785 | 5111998724 1211 | 93,7 | 142,4 150 |163,7 |136,3
25 |50,2/16,0 | 7,5 |37,3| 92,8 |58,6| 1141 | 799 1354 1012 |156,7 |122,5
30 645|235 858 44,8/ 1071 66,1 1284 874 1497 |108,7
55 78,8309 100,1 | 52,2 | 1214 | 735 142,7| 94,8
RP240 40 931 ||38,4 NM4,4 | 59,7 1357/ 810
45 107,4 | 458 128,7 | 67,1
50 1217 | 533
55
60
20 ||73,7|38,4| 1011 | 659 |128,6/| 93,3 | 156,0 |120,8|/183,4 | 148,2|/ 210,92 ||175,6
25 | 64,6/20,6 92,1 48,0 1195755/ 147,0 1029 1744 130,4 2019 |157,8
30 83,0 | 30,2/ 10,5|57,6| 1379 | 851 | 1654 112,5 /192,8 |140,0
35 1015/ 39,8 |128,9| 67,2 156,4| 94,7 1838 122
RP300 40 19,9 | 49,4 |147,3 76,8 174,8 104,3
45 138,32 59,0 | 165,7 | 86,4
50 156,7 | 68,6
55
60
20 | N5,7/60,3158,8/103,4| 2019 146,5/245,0 189,6288,0 232,7 | 331,1 |275,8
25 1015 32,3 144,6 75,4|187,7 |118,5/230,8 |161,6 2739 204,7 |317,0 |247,8
30 130,4| 47,4 173,5|90,5| 216,6 |133,6| 259,7 176,7 |302,8|219,8
&5 159,4| 62,5 202,4|105,6 2455|1487 288,6 1917
40 188,31 77,6 | 23,4 120,6 2745 1637

RP480
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33,8

65,0
62,6
60,1
57,6
551

52,7
50,2

47,7

92,7
89,2
85,7
822
78,6
75]1
71,6

68,1

1271
1223
17,5
12,7
1079
1031
98,3
93,5

185,0
178,0
171,0
164,0
157,0
150,0
143,0
136,0

238,3
2293
220,3
21,2

2022
193,2
184,2

1751

3742
360,1
3459
3317

317,5

15,1

554
50,6
457
40,8
359
311
26,2
21,3

79,0
72,0
651
58,1
51,2
443
37,3

30,4

108,3
98,8
89,2
79,7
70,2
60,7
51,2
41,6

157,6
143,8
130,0
16,1
102,3
88,4
74,6
60,8

2031
1853
167,4
149,6
131,7
139
96,1

78,2

318,9
2909
262,8
234,8

206,8

39,2
37,4
72,5
70,1
67,6
65,1
62,6
60,2
57,7
55,2
52,8
103,4
9919
96,3
92,8
89,3
85,8
823
78,8
753
141,8
137,0
1321
1273
1225
n7,7
1129
108,1
1033
206,3
199,3
192,3
1853
1783
1713
1643
157,3
150,3
2658
256,8
2477
238,7
229,7
220,6
21,6
202,6
5
4173
4032
389,0
374,8

360,6

20,5
17,0
629
58,1
532
483
434
386
33,7
28,8
24,0
89,6
827
758
68,8
619
54,9
480
411
34,1
122,9
N34
1039
94,4
84,8
753
65,8
56,3
46,8
1789
165,1
1513
137,4
123,6
109,7
959
82,1
682
230,5
2127
194,9
177,0
159,2
1413
123,5
105,7
87,8
362,0
334,0
3059
2779

2499

445
42,7
80,0
775
751
72,6
70,1
677
652
62,7
60,3
114,0
110,5
107,0
1035
100,0
96,5
93,0
89,5
86,0
156,4
1516
146,8
142,0
137,2
132,3
127,5
122,7
17,9
2276
2206
2136
2066
199,6
192,6
1856
178,6
17,6
2932
2842
2752
2661
257,
2481
2390
230,0
221,0
460,4
4462
4321
4179

403,7

258
22,3
70,4
65,5
60,7
558
50,9
46,1
41,2
36,3
31,5
100,3
93,4
86,4
79,5
72,6
65,6
58,7
51,7
44,8
137,6
128,0
18,5
109,0
99,5
90,0
80,4
70,9
61,4
200,2
186,4
172,6
158,7
1449
131,0
172
103,4
89,5
258,0
240,1
2223
204,5
186,6
168,8
150,9
1331
15,3
405,1
377,0
349,0
3210

293,0

ACTUATECH S.p.A.
Via San Lorenzo 70
Villa Carcina (BS) Italy
Tel +290308908142

551
533
95,0
92,5
90,1
87,6
85,1
82,6
80,2
77,7
75,2
1354
1319
128,4
124,8
1213
17,8
14,3
10,8
1073
185,7
180,9
176,0
1712
166,4
61,6
156,8
152,0
1472
270,2
2632
256,2
2492
2422
2352
2282
2212
2142
348,1
3391
330,1
3210
312,0
303,0
2939
2849
2759
546,6
5324
518,3
504,1

489,9

364
329
854
80,5
757
70,8
659
61,0
562
513
464
1217
14,7
107,8
100,8
939
87,0
80,0
731
66,1
166,8
157,3
147,8
1383
1287
19,2
109,7
1002
90,7
2428
229,0
2152
2013
1875
173,6
159,8
146,0
1321
312,9
295,0
2772
2594
2415
2237
2058
188,0
170,2
4912
4632
43572
4072

3792

65,7
63,9
10,0
107,5
105,0
102,6
100,1
97,6
95,2
92,7
90,2
156,7
153,2
149,7
146,2
142,7
139,2
1357
132,2
128,6
2149
210,1
2053
200,5
195,7
1909
186,1
1813
176,5
312,8
305,8
298,8
2918
284.,8
2778
270,8
2638
256,8
403,0
394,0
384,9
3759
366,9
3579
348,8
3398
330,8
632,8
618,6
6044
590,3

576,1
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45 217,21 92,6 |260,3 135,7 303,4 178,8|346,5 2219 389,6 2650 4757 3512 5619
50 246,1/107,7|289,2 150,8 3323 /1939|3754 237,0| 4616 3232 5478
55 2750/ 122,8 | 318,1 165,9 3612 209,0 4474 2952|5336
60 304,0 1379 | 347,1 181,0 4332 2672| 5194

"GS" N.O. OUTPUT TORQUE DIAGRAM (Nm)

Molla Spring Aria Air
125%

100%
75%
50%

25%

0%
0° 15° 30° 45° 60° 7o 90° 75° 60° 45° 30° 15°¢ 0°

The graph is indicative; for torque values see the table below.

RP "SR" N.O. OUTPUT TORQUE TABLE (Nm)
Air bar
Size | Spring 2 bar 2,5 bar 3 bar 3,5 bar 4 bar 4.5 bar 5 bar 5,5 bar 6 bar 7 bar 8b
90° | 0° || 90° 0° || 90° || 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90° 0° 90°
20 4912567 | 44 8662 104 80| 122 99 140 | 1,7 | 159 135 17,7 153 | 195 | 17,2 | 232 | 20,8 | 268
25 43114 61 32 80 50 98 68 | 1,6 87 134 105 | 153 | 123 | 171 | 142 | 189 | 160 | 226 || 19,6 | 26,2

30 552074 38| 92 57 N0 75 128 |93 147 N1 | 165|130 183 148 | 220 184 | 256
B 68| 26| 86 || 45 ||104 || 63 | 122 | 81 | 141 | 99 || 159 || 1,8 | 17,7 || 136 || 21,4 | 17,3 | 250
RP20 40 80 || 33 | 98 | 51 ne | 69 | 135 88 153 106 171 | 124 208 161 | 244
45 92 | 39 | MO || 57 | 129 || 76 || 147 || 94 || 165 | 1,2 | 20,2 || 14,9 || 23,8
50 104 45 123 64 | 141 | 82 | 159 | 10,0 | 196 | 13,7 || 232
55 n7 || 52 ||13,5( 7,0 || 153 || 88 || 19,0 || 125 || 22,6
60 29| 58 | 147 76 184 13 | 220

20 93 (148|128 || 83 [|163 | 1,8 || 19,8 |[ 153 || 23,3 |[ 18,8 || 26,7 || 22,3 || 30,2 || 25,7 || 33,7 || 29,2 || 37,2 || 32,7 || 44,1 || 39,7 || 51,1
25 82 26 M7 61 151 95 186 |130 | 221|165 256|200 291 | 235 326 270 360 304 430/ 374 500

30 105 | 38 |14,0| 7,3 || 175 || 10,8 | 21,0 | 142 || 24,4 | 17,7 || 279 || 212 || 31,4 || 24,7 || 34,9 | 282 | 41,8 || 35]1 || 48,8
35 12850 163 |85 198 | 120 233|154 | 268 | 189 303 224 337|259 407 | 329 477
RP40 40 152 || 62 || 18,7 || 9,7 || 221 || 13,2 || 256 | 16,7 | 29,1 || 20,1 || 326 || 23,6 || 39,5 | 30,6 | 46,5
45 175 74 | 21,0 | 10,9 || 245 144 280 | 179 || 314 | 214 | 384 | 283 | 454
50 98| 86 ||23,3 | 121 | 268 | 156 | 303 | 191 || 37,2 || 26,0 | 442
55 222 98 /257 133 | 291 | 168 | 361 238 | 43]
60 245 1M1 | 28,0 14,5 349 215 419

20 142 |74 195 | 127|249 181 | 302 | 234 355 287 408 340 461 | 393 514 446 567 499 673 605 779
25 125|140 /17,8 || 9,3 | 231 | 146|284 | 199 || 337 | 252 | 39,0 | 30,5| 44,3 || 358 | 49,7 | 412 || 550 || 46,5 | 656 | 57,1 | 762
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30 160 58 2,4 M2 267 | 165 | 320 | 218 | 373 271 426 | 324 | 479 | 377 532 | 430 638 536 | 744
55 196 77 24,9 |13,0 | 30,2 | 183 | 355 | 236 | 408 289 462 343 515 396 | 621 | 502 727
RPE0 40 232 | 96 /28,5 14,9 | 338 | 20,2 | 391 255 444 30,8 497 | 361 603 | 467 709
45 26,7 || 4 | 32,0 16,7 || 37,3 || 220 || 42,7 || 27,4 || 48,0 || 32,7 || 58,6 | 43,3 | 69,2
50 303 133 356 18,6 | 409 239 | 462 | 292 568 398 674
55 338 || 151 || 39,2 | 20,5 | 44,5 || 258 || 55]1 || 36,4 || 65,7
60 3741170 || 42,7 | 22,3 | 533 329 | 639
20 ||20,1|/10,5|| 27,6 ||18,0 | 3571 ||255| 426 || 33,0 || 50,0 || 40,4 || 57,5 || 47,9 || 650 || 554 | 72,5 | 629 | 80,0 || 70,4 || 95,0 || 85,4 | 110,0
25 17656 | 251 | 13,1 326|206 | 401 | 281 476 356 | 551 431|626 506 701 581 775 655 925|805 1075
30 226 82 |30, 15,7 || 376 | 232 | 451 | 30,7 || 52,6 | 382 || 60,1 || 457 || 67,6 || 532 | 751 | 60,7 || 90,1 || 75,7 ||105,0
35 27,7/109 | 351 | 18,3 426 | 258 | 50,1 | 333 | 576 408 651 483 726 558 876 708 1026
RP80 40 32,7 || 135 || 40,2 | 21,0 || 47,7 || 285 | 551 || 359 || 62,6 || 43,4 || 70,1 || 50,9 || 85]1 | 659 | 100,1
45 37,7 161 | 45,2 23,6 | 527 | 311 602 386 677 | 461 826 610 | 976
50 42,71 18,7 || 50,2 | 26,2 || 57,7 | 33,7 | 652 || 412 || 80,2 | 56,2 | 952
55 477 213 | 55,2 | 28,8 | 62,7 363 77,7 | 513 | 92,7
60 528|240 603 31,5 752 464 90,2
20 28,7/149 393 | 256/|500 363 60,7 469 713 576 820 683 927 790 1034 896 14,0 1003 1354 1217 | 156,7
25 251//8,0 /358 |18,7 | 465|293 || 572 | 40,0/|678 | 50,7 | 785 | 614 | 892 | 72,0 | 999 | 827 10,5 | 93,4 | 1319 | 14,7 | 1532
30 323 1,7 43,0 22,4 | 536 | 331|643 | 437 750 | 544 | 857 | 651 963 758 107,0 86,4 1284 107,8 1497
&5 395|155 | 50,1 26,1 608 368 715 |475 822|581 928|688 1035| 79,5 124,8 |100,8 | 1462
RP120 40 46,6 | 192 | 573 29,9 680 405 786 | 512 893 619 1000 726 1213 || 939 |142,7
45 538 | 229 | 64,5 33,6 | 751 443 858|549 965|656/ 1178 | 87,0 1392
50 610 | 26,7 7,6 | 37,3 | 823 480 930 587 |1143 80,0 1357
SS 681|304 78,8 411 895 | 517 1108 | 731 1322
60 753 | 34,1 | 86,0 | 44,8 1073 | 66,1 | 128,6
20 1393|205 539 | 351|686 49,7 832 644 979 790 |25 936 1271 1083|1418 1229 156,4 137,6 |1857 | 166,8| 214,9
25 345|376 49,1 256/ 638 402 784 549 930 695 (107,7 | 84]1 1223 988 | 137,0| 13,4 | 15,6 |128,0 /1809 157,3| 210,1
30 443 16,1 59,0/30,7 | 736 | 453|882 | 60,0 1029 746 175 892 |132]1 1039 |146,8 1185 | 176,0 | 147,8 2053
35 541212 68,8 358 834 505 981 651 127 797 1273|944 1420 109,0 | 1712 | 1383 200,55
RP160 40 64,0 | 263 /78,6 | 40,9 | 932 | 5561079 7072 1225|8438 1372|995 | 1664 | 128,7 1957
45 738 | 314 | 88,4 46,0 1031 60,7 MNM7,7 | 753 1323 90,0 1616 | 119,2 1909
50 836 | 365 98,3 | 51,2 | 1129 658 1275 80,4 1568 109,7| 186,1
55 935 | 416 | 108,1 56,3 1227 | 709 152,0 100,2 1813
60 1033| 46,8 N7,9 61,4 1472 90,7 |176,5
20 | 57211298/ 785 | 511|998 72,4 | 1211 | 93,7 | 142,4 1150 163,7 |136,3 |185,0| 157,6 206,3 1789 /227,6|200,2 270,2 |242,8 3128
25 |50,2/160 7,5 | 37,3| 92,8 /58,6 1141 | 799 1354 1012 |156,7 |122,5/178,0| 143,8| 199,3 | 165,1 | 220,6 |186,4 |263,2|229,0| 305,8
30 64,5| 235 858 44,8 1071 66,1 1284 874 1497 1087 171,0 |130,0 /1923 1513 | 213,6 1726 256,2 | 2152 2988
&5 78,8309 100,1 | 52,2 1214 | 73,5 |142,7| 94,8 164,0| 116,1 | 1853 137,4| 206,6 158,7 |249,2 2013 | 291,8
RP240 40 931 ||38,4 N4&,4 | 59,7 1357 81,0 1570/ 1023|1783 123,6| 199,6 |144,9 2422 1875 284,8
45 107,4 | 458 |128,7 | 67,1 150,0 88,4 | 171,3 /109,7|192,6 1310 2352 1736|2778
50 1217 | 53,3 |143,0 74,6 1643 959 |1856 1172|2282 1598 270,8
55 136,0| 60,8 | 157,3 82,1 1786 1034 | 2212 146,0| 263,8
60 150,3| 682 | 17,6 89,5 21421321 2568
20 |73,7/38,4 1011 659 |128,6/|933|156,0 120,8 183,4 /148,2/210,9 1756 2383 203,1| 2658 230,5 293,2 258,0 |348,1  312,9| 403,0
25 64,6206/ 92,1 48,0/ 1195 755 147,0 1029 174,4 130,4|201,9 157,8 |229,3| 1853 | 256,8| 212,7 | 284,2 | 240,1 | 339,1| 295,0| 394,0
30 83,0 | 30,2 M0O,5|57,6| 1379 | 851 1654 1125 1928 |140,0 |220,3 |167,4 |247,7/194,9| 2752|2223  330,1 |2772 |384,9
35 1015/ 39,8 |128,9| 67,2 | 156,4| 94,7 | 183,8 | 1221 || 21,2 | 149,6 238,7 |177,0| 266,1 |204,5 321,0 | 259,4 3759
oS00 40 19,9 | 49,4 |147,3 76,8 1748 104,3 |202,2 | 131,7 |229,7 159,2| 257]1|186,6 312,0 |2415 3669
45 138,3| 59,0 | 165,7 86,4 | 1932 1139 2206 1413 248]1 168,8 303,0| 2237 3579
50 156,7 | 68,6 184,2| 96,1 | 2116 1235 239,0 150,9 /2939 2058 348,8
55 1751 78,2 1202,6 |105,7 |230,0 | 133,1 | 284,9188,0  339,8
60 1935 87,8 221,0 15,3 2759/ 170,2| 330,8
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20 | N5,7/60,3 158,8103,4| 2019 146,51 245,0 189,6288,0' 232,7 | 331,1 | 275,8 374,22 318,9| 417,3|362,0| 460,4 405,1 |546,6 4912 6328

25 1015 |32,3144,6 75,4 187,7 1185 |230,8| 161,6 | 273,9 204,7 | 317,0 |247,8/ 360,1| 290,9 403,2/|334,0 |446,2| 377,01 532,4 4632 618,6

30 130,4| 47,4 173,5 90,5/ 216,6 | 133,6259,7 /176,7 3028 219,8 |3459 262,8 |389,0/ 3059 4321 349,0 518,3 |4352 6044
B 159,4| 62,5 |202,4|105,6 |245,5| 148,7|288,6| 1917 | 3317 |234,8/|374,8/|1277,9|| 417,9 | 321,0 | 504,1| 4072 590,3
RP480 40 188,31 77,6 | 23,4 120,6 2745 1637  317,5 206,8 360,6 249,9 403,7|293,0 4899 3792 576,
45 217,21 92,6 |260,3 135,7 | 303,4| 178,8 | 346,5| 2219 | 389,6 |265,0 |475,7| 351,2 | 561,9
50 246,1107,7|289,2 150,8 3323 /19393754 237,0| 4616 3232 5478
55 2750/ 122,8 | 318,1 165,9 3612 209,0 4474 2952 533,6
60 304,0 1379 347,1 181,0 4332 2672| 5194
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SPRING RETURN ACTUATOR N.C. WORKING PLANE
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WORKING PLANE

Without air supply, the spring return actuator returns to its
resting position, and shaft rotate in a clockwise direction. The
drawing shows its final position. We advise to assemble a small
filter on the air connection 4 to prevent dust and particles into
the cylinder chamber without, however, preventing the passage
of air.

WORKING PLANE

Supplying air through the air connection 2, the pistons move
outwards pressing the spring. The shaft rotate in a counter-
clockwise direction takes place and the final position is shown
above.

SPRING RETURN ACTUATOR N.O. WORKING PLANE
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WORKING PLANE

Without air supply, the spring return actuator returns to its
resting position, and shaft rotate in a counter-clockwise
direction. The drawing shows its final position. We advise to
assemble a small filter on the air connection 4 to prevent dust
and particles into the cylinder chamber without, however,
preventing the passage of air.

WORKING PLANE

Supplying air through the air connection 2, the pistons move
outwards pressing the spring. The shaft rotate in a clockwise
direction takes place and the final position is shown above.

INSTRUCTIONS FOR ADJUSTING THE STROKE OF THE GS ACTUATOR N.C.

OPENING ADJUSTMENT
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CLOSING ADJUSTMENT

A) Check that the filter is mounted on hole 4 and that it is not
blocked. Check that there is no pressurized air in the actuator
(in both chambers).

B) Loosen locknut Al.

C) Supply air to hole “2" (sufficient only for movement) the
pistons will be in the end of stroke.

D) Screw or unscrew the screw A with an Allen key for the
desired adjustment (maximum adjustment range + 5°).

E) Once the adjustment has been made, with an Allen key stop
the screw A, at the same time with a wrench tighten the locknut
Al

N.B. If necessary, repeat the operations until the desired setting
is obtained.

A) Check that there is no pressurized air in the actuator (in both
chambers).

B) Loosen locknut B1.

C) Screw or unscrew the screw B with an Allen key for the
desired adjustment(maximum adjustment range * 5°).

D) Once the adjustment has been made, with an Allen key stop
the screw B, at the same time with a wrench tighten the locknut
Bl

N.B. If necessary, repeat the operations until the desired setting
is obtained.

INSTRUCTIONS FOR ADJUSTING THE STROKE OF THE GS ACTUATOR N.O.
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OPENING ADJUSTMENT

CLOSING ADJUSTMENT
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A) Check that there is no pressurized air in the actuator (in both
chambers).

B) Remove the supply air.

C) Loosen locknut Al.

D) Screw or unscrew the screw A with an Allen key for the
desired adjustment(maximum adjustment range * 5°).

E) Once the adjustment has been made, with an Allen key stop
the screw A, at the same time with a wrench tighten the locknut
Al

N.B. If necessary, repeat the operations until the desired setting
is obtained.

A) Check that the filter is mounted on hole 4 and that it is not
blocked. Check that there is no pressurized air in the actuator
(in both chambers).

B) Loosen locknut BI.

C) Supply air to hole “2" (sufficient only for movement) the
pistons will be in the end of stroke.

D) Screw or unscrew the screw B with an Allen key for the
desired adjustment (maximum adjustment range + 5°).

E) Once the adjustment has been made, with an Allen key stop
the screw B, at the same time with a wrench tighten the locknut
Bl

N.B. If necessary, repeat the operations until the desired setting
is obtained.
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