r

TOMATION

=omo

Warning: filectime(): stat failed for /var/www/vhost/www.omal.it/htdocs/https:;//www.omal.it/./FilesProdotti/Certificato-PED-
DNV.pdf in /var/www/vhost/www.omal.it/htdocs/prodotto-printable.php on line 65

Warning: filectime(): stat failed for /var/www/vhost/www.omal.it/htdocs/https:;//www.omal.it/./FilesProdotti/80486-
ValvoleasferaATEX-IT-EN.pdf in /var/www/vhost/www.omal.it/htdocs/prodotto-printable.php on line 65

Warning: filectime(): stat failed for /var/www/vhost/www.omal.it/htdocs/https://www.omal.it/./FilesProdotti/80844-04-
ITEM400-401-IT-EN-DE-ES-0522.pdf in /var/www/vhost/www.omal.it/htdocs/prodotto-printable.php on line 65

Warning: filectime(): stat failed for

Nar/www/vhost/www.omal.it/htdocs/https:;//www.omal.it/./FilesProdotti/RICEVUTADEPOSITOF.TATEXN.VS-19.pdf in
[var/www/vhost/www.omal.it/htdocs/prodotto-printable.php on line 65

Item 400-401 stainless steel
ball valves

Macro Ball valves

Category Other stainless steel ball valves
2-way full-bore threaded-ends stainless steel ball valve

ITEM 400
Surface treatment: sandblasted

ITEM 401
Surface treatment: polished

features

GENERAL FEATURES:

- Suitable for middle pressure applications.

- Working temperature: from -20°C to +150°C

- Working pressure: see diagram.

- Fluid range: air, water, gas, petroleum and petrochemical products, aggressive media.
- Surface treatment: article 400 sandblasted; article 401 polished.

- Threaded ends as per ISO 7/1 specifications.

- 1SO 5211 flange connection.

ON REQUEST:

- Female threaded ends as per NPT B1.20.1 specifications

- Seals made of: PTFE glass filled; PTFE with carbon graphite.
- For other applications, please contact our sales department.

CERTIFICATIONS:

- According to 2014/68/EU “PED"
- ATEX version on request in conformity with directive 2014/34/EU, not available for sizes DN10 3/8" e DN151/2"
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dimensions

Per le versioni 2°1/2 + 4" Asse libero: Per le versioni 2°1/2 + 4" con leva:
2'1/2 < 47 only, Free shaft: 2172 = 4% only, with lever:
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DIMENSIONS
SIZE A B oC E oF 6G H oL M oQ eN CH P R S
DN [mm] [inch]
DN 10 3/8" 55 25 3/8"22/10/29 36 M5 4 - 36 215375 52 110
DN 15 1/2" 65 30 1/2"248 15 34| 36 |M5 4 - 1361265 403 55 110
DN 20 3/4" 70 35 3/4 313120425 36 M5 6 - 36 315508 66 140
DN 25 " 85425 1" 353 25505 36 (M5 6 - 1 36 40,5548 70 140
DN 32 1"1/4 95 475 711/4 44 32 63 42 M5 8 - 42 495 68 85 180
DN 40 1"1/2 1105|525 1"1/2/50,3 40 755 42 M5 8 - | 42 545743 91 180
DN 50 2" 125/625 2" 57950 91 50 M6 10 @ - 50 695 87 105 230
DN 65 2"1/2 128 64 [2"/2/945 65 110 90 | 9 - 117170 - 1095 110 235
DN 80 3" 150 75 3" 106 80 141 90 @ 9 - 17170 - | 121 |130|285
DN 100 Al 178 89 | 4" 120/100/160| 120 | M - 117 1102 - 135 150 310
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materials

Per le versioni 2°1/2 + 4" Asse libero: Per le versioni 2°1/2 + 4" con leva:
2'1/2 < 47 only, Free shaft: 2172 = 4% only, with lever:
GH

o
{ N

QL

A <>0' La versione con leva non ha la testa della
valvela a norma ISO 5211 e non & possibile
OH montare alcun tipo di attuatore
. The manual version (with lever) doesn't
9 \%< = have the [SO 5211 top work and its there-
f ‘?ﬂ = fore not possible to mount on it any kind of
SR [} actuators
et
1 4

ol

MATERIALS
1 Shaft 316 S.S. 1.4401 UNI X5CrNiMo 17 12
2 Nut holder 304 S.S. 1.4301 UNI X5CrNi 18 10
3 Lock nut 304 S.S. 1.4301 UNI X5CrNi 18 10
4 Belleville washer 301S.S. 1.4310 UNI X12CrNi 17 07
5 Washer 304 S.S. 1.4301 UNI X5CrNi 18 10
6 Gland nut 304 S.S. 1.4301 UNI X5CrNi 18 10
7* Static ring P.T.F.E.
8 End 316 S.S. 1.4408
o* Seals P.T.F.E.
10 Ball 316 S.S. 1.4401 UNI X5CrNiMo 17 12
T O-ring EKM Not availabnle in ATEX
version
12* Bottom tight ring P.T.F.E.
13 Body with female end 316 S.S. 1.4408
14* Top sealing P.T.F.E.
15 Lever nut 304 S.S. 1.4301 UNI X5CrNi 18 10
16 Lever 304 S.S. 1.4301 UNI X5CrNi 18 10

* Components of spare part kit KGBV5O0...
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diagrams and breakaway torque

Pressure/temperature diagram

TFM-TFM+vetro TFM - TFM glass filled TFM+carbografite TFV + carbon graphite

31t

3/8"-1"

17104 - 17142

17144 - 1"1/2

Pressione
bar]

5
Temperatura .
[*d Temperatura

el

Flow/pressure loss diagram and Kv nominal coefficient

Bar

1 2 40 6080100 200 400 600 1000 mc/h

Kv is the coefficient, expressed in m3/h (with water at 15°C) causing a pressure loss of 1 bar.

BREAKAWAY TORQUES Nm
DN10 DN15 DN20 DN25 DN32 DN 40 DN50 DN65 DN 80 DN100

SIZE 3/8" 1/2"  3/4" ™ 1"/4  11/2 2" 2"1/2 3" 4"
PN 25 bar 76 106 146
PN 40 bar 56
PN 64 bar 28 40
PN 100 bar 8 10 14 20

Torgue can vary depending on temperature and type of fluid; a safety factor of 1.4 must be applied. Torque can drop on high frequency of
operations. The actuator/valve sizing, indicated on the following pages, are based for valves to be used with liquids or gaseous fluids, clean,
and for medium temperatures. For further information, or different uses please contact our sales department.
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Certificati

PED
ATEX - Ball Valves

Istruzioni

ISTRUZIONI ATEX 8_0486
ISTRUZIONI USO 8_0844-04
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